
Lightfield Panel
The LED light panel with even brightness. Designed for instore illumination, 
backlighting, POS, signage, advertising and retrofit applications.



Lightfield Panel

Lightfield Panel specifications / options
Dimensions From 200 x 200mm to 3000 x 1500mm

Colour temp 2700K, 3000K, 4000K, 5700K, Tuneable White, RGBW

CRI 85 typ

Power range 44W - 80W / sqm – varies with size

Voltage 24V DC

Driver Tridonic LCA 100W 24V one4all SC PRE (typical)

Control DALI, 0-10, wireless control

Connection 1m lead c/w 5 pole Wieland connector

Frame Extruded aluminium and optional upstands

Frame colour Matt black – other finishes available

Suspension 4 no Steel suspension cable

Diffuser face 3mm opal acrylic – satin finish option

Accessories Fishplates (2no) & M4 wingnuts (4no) to align adjoining panels

Weight 14Kg / sqm typical

LED lifetime 50,000 hrs nominal

Driver lifetime 50,000 hrs nominal

Warranty 2 yrs product warranty included

CALL	 +44 (0)1273 007 280 
EMAIL	 info@spanlite.com 
VISIT	 www.spanlite.com

Lightfield Panel
Robust LED light panel, providing smooth, even illumination 
across the whole panel surface. 

With an evenly illuminated area up to 4.5m2, the Lightfield Panel 
is considerably larger than other LED flat-panels on the market. 
This ensures that products are displayed in their best possible 
light, with a quality essential to a great retail experience. 

This plug and play, all-in-one panel is supplied with driver and 
fixings. It can be installed as a single unit or the panels can sit 
adjacent to one another, maintaining alignment.  We also offer 
optional upstands, which offer a more robust look and help to 
disguise cabling.

Designed and built in the UK.
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Diagrams

up to 1500mm

up to 
3000mm
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Face view

Rear view

4 no. gripple angel fixings
per panel – M4 stud

• �Panel is suspended 
using Gripple system

• 4 wires per unit
• �Angle side exit 

female + 3m cable 
with loop fitted on 
site by contractor

• �Panels are aligned  
with one another 
using supplied 
stainless steel 
fishplates secured 
with M4 wingnuts

• �25mm frame
• �54.6mm in total including 

cable strain relief and driver

LEDs on two 
opposite edges

CALL	 +44 (0)1273 007 280 
EMAIL	 info@spanlite.com 
VISIT	 www.spanlite.com
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Lightfield Panel

Typical face view Typical rear view

reflector

Spanlite Litecode acrylic

3mm opal acrylic diffuser

 

 

200 
mm

nylon cable  
strain relief

16.7mm

36.3mm

25mm

Reflector

LED Light Sheet

Acrylic
Aluminium 

heat sink

Cable

Strain relief

CALL	 +44 (0)1273 007 280 
EMAIL	 info@spanlite.com 
VISIT	 www.spanlite.com



Lightfield Panel

Diagrams

Gripple Angel hanger
Female M4 side exit
4 per panel

3mm stainless steel 
fishplate secured with 
M4 wingnuts to maintain 
alignment between panels 
– not load-bearing

nylon cable 
strain relief
(cable not 
shown)

Typical junction between neighbouring panels

CALL	 +44 (0)1273 007 280 
EMAIL	 info@spanlite.com 
VISIT	 www.spanlite.com



Diagrams

Face view Rear view

Lightfield Panel

Optional upstands

White reflector

Colour reflector

Spanlite Litecode acrylic

frosted acrylic diffuser

100mm

75mm

nylon cable  
strain relief

CALL	 +44 (0)1273 007 280 
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VISIT	 www.spanlite.com



Diagrams

Lightfield Panel

Gripple Angel hanger
Female M4 side exit
4 per panel

3mm stainless steel fishplate 
secured with M4 wingnuts to 
maintain alignment between 
panels – not load-bearing

75mm upstand

Coloured reflector

nylon cable strain relief
(cable not shown)

cable route

Typical junction between neighbouring panels with upstands

TYPE LED EDGE mm UNLIT EDGE mm COL TEMP DRIVER FRAME COL

LFP
[�dimension �
in mm]

[�dimension �
in mm]

2700K
3000K
4000K
5700K
TW*
RGBW

DALI
0-10
Triac

Matt black
Other*

	 *Tuneable white

LFP  
– 

 
– 

 
– 

 
– 

 
– 

EXAMPLE

LFP  
– 

1200  
– 

900  
– 

4000K  
– 

0-10  
– 

Matt blk

Lightfield Panel order form

Order code builder
Send your codes to info@spanlite.com 
for immediate processing, or if you have 
any questions simply call 01273 007 280.

CALL	 +44 (0)1273 007 280 
EMAIL	 info@spanlite.com 
VISIT	 www.spanlite.com


